
ACTIVOR® Pendant 4-relay output remote control - RSR-RTO02/ROT01 

Applications – Panic, Access Control and alarm

2-button pendant RTO02 can be used to operate Panic and Arm/disarm with any alarm control panels. It
can also be used to operate electric devices such as electric strike and auto gate.

Operation 

RSR-RTO02: 2-button Pendant 

- Button 1 – relay output 1

- Button 2 – relay output 2

- Press and hold button 1 & 2 simultaneously for 2 second – relay output 4

RSR-RTO01: 1-button Pendant 

- Press and hold the button for 3 seconds – relay output 4

How to learn 

1. Press and hold the program button PROG on the receiver RRR01 for one second; LED on.
2. Press button 1 on the Pendant to learn. LED flashes 3 times and stays on for 4 seconds then off.

Delete all Remotes 

Press and hold program button PROG on the receiver RRR01 for 5 seconds till LED turns off. LED flashes 

10 times.  

Notes 

- The Pendant can be used together with other ACTIVOR remotes such as RTR01

on the same receiver. After the pendant is learned, because the relay output 4 on
the receiver is dedicated to Panic, the button 4 on RTR01 cannot be used anymore.

- RRR01’s capacity is 25 remotes. A large capacity version for 500 remotes (RRR500) is available for

order.

- As an option, each Pendant can be programmed to different relay outputs by using a non-standard

receiver. Its part number is RRR-RTO-D.
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Specifications 

Pendant (RTO02/RTO01) 

- 433Mhz

- IP66

- RF range: 80m (open air)

- Transmitting power: <10mW

- Current: <uA to 12mA

- Lithium battery: 2 x CR2032

- Battery life: up to 3 years with typical use

Receiver (RRR01) 

- Output: 4 relay outputs

- Relay rating: SPDT; 1A 24VDC/120VAC

- Operating voltage: 9-15VDC

- Current: 8-40mA

- Capacity: 25 as standard; 500 available (RRR500)

- Dimensions: 90mm(L) x 60mm(W) x 28mm(H)


